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INITIATING A SCHEDULING DECISION SET FOR A PARTICULAR TIME 
INTERVAL BY SELECTING, AT A FIRST TRAFFIC SCHEDULER IN A FIRST 
LEVEL OF TRAFFIC SCHEDULERS, A SECOND TRAFFIC SCHEDULER 

FROM A NEXT LOWER LEVEL 

501 



SELECTING, AT A THIRD TRAFFIC SCHEDULER IN A NEXT HIGHER 
LEVEL, THE FIRST TRAFFIC SCHEDULER 

502 



SELECTING THE FIRST TRAFFIC SCHEDULER WHICH 
CORRESPONDS TO SELECTING A PORT OF THE COMMUNICATIONS 

MODE 



WHEREIN THE PARTICULAR TIME INTERVAL HAS THE DURATION 
CORRESPONDING TO AN AMOUNT OF TIME TAKEN BY THE 
COMMUNICATIONS NODE TO SWITCH AN ATM CELL 504 



t 

COMPLETING THE SCHEDULING DECISION SET FOR THE PARTICULAR 
TIME INTERVAL BY SELECTING, AT THE SECOND TRAFFIC SCHEDULER, 
A QUEUE FROM WHICH A NEXT UNIT OF TRAFFIC WILL BE SCHEDULED 

505 



SELECTING THE SECOND TRAFFIC SCHEDULER CORRESPONDS TO 
SELECTING A CLASS OF TRAFFIC SERVICED BY THE 
COMMUNICATIONS NODE 



FIG. 5 



